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Water tank

Valve support/

Keeping warm plate

Measuring spoon

until the power is cut off manually. For an
optimum coffee taste, serveit just after brewing.
10) Always turn the coffee maker off and
disconnect the power supply when not use.
Note: pay attention to pour the coffee out,
otherwise you may be hurt as the temperature of
coffeejust finished is high.

CLEANING AND MAINTENANCE

Caution: Be sure to unplug this appliance before
cleaning. ) ) )

To protect against electric shock, do not immerse
cord, plug or unit in water or liquid. After each
use, always make sure plug is first removed from
wall outlet.

1) Clean al detachable parts after each usein hot,
sudsy water.

2) Wipe the product(s exterior surface with a soft,
damp cloth to remove stains.

3) Water droplets may buildup in the area above
the funnel and drip onto the product base during
brewing. To control the dripping, wipe off the area
with aclean, dry cloth after each use of the
product.

4) Use adamp cloth to gently wipe the keeping
warm plate. Never use abrasive cleaner to clean it.
5) Replace all parts and keep for next use.

Tank cover

Filter

=

unnel
Carafe lid

i Handle

Switch
With indicator

REMOVING MINERAL DEPOSITS

1. Fill the tank with water and descaler to the
MAX level (it isapproximate 1.25L, the scale of
water and descaler is4:1, the detall refersto the
ingtruction of descaler. Please use [Household
descalerl]you can use the citric acid instead of the
descaler (the one hundred parts of water and three
parts of citric acid).

2. Push drip carafe on keeping warm plate, pay
attention to let center line of carafe aligns with that
of brew basket.

3. Pressing the switch to the ([position, the
indicator will beilluminated. After awhile, water
will drop out automatically.

4. After percolate the equivalent of one cup and
then press the switch to the [OCposition to stop
the appliance.

5. Leave the solution work for 15 minutes, repeat
the steps of 3-5 again.

6. Turn the appliance on b¥/ pressing the switch to
the O Oposition and run off the water until the
water tank is completely empty.

7. Rinse by operating the gppliance with water at least
3times.

HINTSFOR GREAT-TASTING COFFEE

1. A clean coffee maker is essential for making
great-tasting coffee. Regularly clean the coffee
maker as specified in the [CLEANING AND

MAINTENANCEkection. Always use fresh, cold
water in the coffee maker. )

2. Store unused coffee powder in acool, dry place.
After opening a package of coffee powder, resedl it
tightly and storeit in arefrigerator to maintain its
freshness.

3. For an oPtl mum coffee taste, buy whole coffee
beans and finely grind them just before brewing.

4. Do not reuse coffee powder since this will
greatly reduce the coffeelflavor. Rehesting coffee
IS not recommended as coffeeis at its pesk flavor
immediately after brewing. )

5. Clean the coffee maker when over-extraction
causes oiliness. Small oil droplets on the surface of
brewed, black coffee are due to the extraction of
oil from the coffee powder. ) )

6. Oiliness may occur more frequently if heavily
roasted coffees are used.

Technical Data:

Power: 1000 W
Rated Voltage: 220-230V
Rated Frequency: 50 Hz
Rated Current: 4540

Set

Coffee maker 1

Measuring spoon 1

Instruction manual with

warranty card 1

Packagé 1

ENVIRONMENT FRIENDLY DISPOSAL
You can help protect the
environment!
Please remember to respect
the local regulations: hand in
the non-working electrical
equipments to an appropriate
waste disposal center.

The manufacturer reserves
theright to change the specification and design
of goods.
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